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ORAPI ® ne peut pas avoir connaissance de toutes les applications dans lesquelles sont utilisés ses produits et des conditions de leur emploi. ORAPI ® n’assume aucune responsabilité quant : à la convenance de ses 
produits pour une utilisation donnée ou dans un but particulier, aux méthodes d ’application sur lesquelles il n’a aucun contrôle. Les informations contenues dans la présente fiche technique ne doivent en aucun cas se 
substituer aux essais préliminaires qu’il est indispensable d’effectuer pour vérifier l’adéquation du produit à chaque  application envisagée. L’utilisateur du produit décrit dans la présente fiche technique reste seul 
responsable de toutes les mesures qui s’imposent pour protéger les personnes et les biens contre tous risques pouvant résulter de la mise en œuvre et/ou  de l’utilisation de ce produit. En conséquence, ORAPI ® dénie 
toutes garanties implicites ou explicites, y compris les garanties l iées à l’aptitude à la vente ou d’adéquation à un besoin particulier, résultant de la vente ou de l’utilisation de ses produi ts. ORAPI ® dénie notamment 
toutes poursuites pour des dommages incidents ou conséquents quels qu’ils soient, y compris les pertes financières d’exploitation. 

 

 
TRANSNET SGC 

SHAMPOO 
 

DESCRIPTION 

TRANSNET SGC is a shampoo that uses the latest research in surfactant chemistry. 
This shampoo has been specially designed to facilitate cleaning the road film, without altering your paint. 
 
TRANSNET SGC brings a brilliant film remanent that will make the original shine to the bodies. 
All the effectiveness of this shampoo lies in its ability to clean the bodies while giving their colors to your 
painted surfaces. 
This formula poses no risk to the environment or the user. 
It is suitable both for cleaning the bodywork of light vehicles than for that of heavy vehicles and this, by 
mechanical or automatic application. 
 
It can be used on all types of media. 

APPLICATION / USER GUIDE 

 Apply: 
• by low pressure spraying 
• on a gantry with a brush 
 
 Concentration rate: 
 • 5 to 8% for a low pressure spray. 
 • 4 to 5% for use with a brush portal. 
 
Duration of action: 3 to 5 minutes at a temperature of 40 ° C. 
Rinse at the end of the operation.
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CARACTERISTICS 

 
Appearance: …………………………………………..Liquid 
pure pH: …………………………………………………13.2 +/- 0.2 
pH at 10 g / l:…………………………………………. 11.3 +/- 0.3 
Density at 20 ° C: …………………………………….1.06 +/- 0.01 g / cm3 
Freezing point: ………………………………………...-3 ° C 
Orange color 
Biodegradability:………………………………………..> 89% 
COD (for concentrated product): .................. 245 g / l 
 
The surfactants used in the design of our products comply with the biodegradability criteria as defined in 
the EC Regulation No. 648/2004 on detergents. 
 

PACKAGINGS 

 

                    

5 kg           24 kg  220 kg   1050 kg 

TN054000441      TN054000447 TN054000450         TN054000483 

 

STORAGE / CONSERVATION 

 
Keep the product in its original sealed packaging in a dry place. 
 
To consult the product safety data sheet: www.quickfds.com - access code TRA11 

 


