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TRANSNET NVA+ 

DETERGENT (INDOOR/OUTDOOR)  
FOR THE FOOD INDUSTRY 

 

DESCRIPTION 

 
TRANSNET NVA+ is a food-grade detergent/shampoo which eliminates road film via a combination of 
adapted surfactants, facilitating the removal of all types of grease and stubborn dirt while giving your 
vehicle exceptional shine. 
Suitable for the cleaning of food transport vehicles both inside and outside.  
Essentially helps clean road film and insects; effectively cleans the bodywork. 
TRANSNET NVA+ is dye and fragrance free for optimal cleaning without traces. 
Its composition is specifically designed for professionals and can be applied onto surfaces in contact with 
food without posing any risk to the user or the paint. 
 

APPLICATION/INSTRUCTIONS FOR USE 

 
Can be used with a brush, by spraying or with a foam cannon. 
 
Usage dose: 
 

• 1% to 4% via roll-over brushes at a temperature of more than 45°C for 5 to 15 minutes. 
• 3% to 5% by spraying at a temperature of less than 35°C for 3 to 5 minutes.  

 
Rinse thoroughly 
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CHARACTERISTICS 

 
Aspect:  ..................................................... Clear liquid 
pH (pure product):  .................................. Not applicable 
pH at 10 g/l:  ............................................. 11.4 +/- 0.3 
Density at 20°C:  ....................................... 1.09 +/- 0.01 g/cm3 
Freezing point:  ........................................ -2°C 
Colour:  ..................................................... Colourless to pale yellow 
Biodegradability: ...................................... >90% 
 
The surface agents used in the design of our products comply with biodegradability criteria as defined in 
EC regulation No. 648/2004 relating to detergents. 
 

PACKAGING 

 

   
25 kg 200 kg 1,000 kg 

 

STORAGE 

 
Store the product in a dry location in its original packaging. 
 
To view the product's safety data sheet: www.quickfds.com – access code TRA11 
 
 


